
How to: Retroft footwell illumination
Courtesy of Smithy120d

I thought I would post this as a reference for anyone who wants to fit footwell illumination.

I started off by looking at the WDS, for were the footwell lights are supposed to be connected to the 
car.
And after a bit of digging, I found that both lights should be connected to a footwell module 
(A4011) next to the drivers feet.

Pin 35 of plug X14260 should connect directly to both bulbs in parallel.



The footwell module is located behind the plastic cover right next to the accelerator pedal.
To remove this, You will need to remove the upper trim panels which hold the lights.
I then removed the bonnet release handle and a second screw behind it.



Then I removed the trim covering the bottom of the door.

Don't worry too much about leaving some of the clips in place, as they are easy to refit to the trim 
panel.



The trim covering the footwell module is held on by two trim clips. They should come off with a 
little bit of persuasion.

You will now have access to the footwell module.



You will need to unplug X14260 and attach a new contact to pin 35.
I used an old contact from one of my older cars, but I believe it is called a...
Double Leaf spring contact. Part number: 61 13 1 370 692



I then had to make up a set of wires approximately 1.2m long and feed them from one end of the 
dash to the other. ( to do this I had to remove the trim which surrounds the radio )



I placed a 7.5A fuse in line with the output of pin 35 just in case i fried one of the chips inside the 
footwell module.

GND was found right next to the steering column with a 2nd 13mm nut attached to the mount

Quick Video... http://www.youtube.com/watch?v=7Qu00PSivkM

http://www.youtube.com/watch?v=7Qu00PSivkM

