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This is a how-to to remove your rear seats and replace them. I tried replacing my PFC E87 cloth 
seats with E81 cream leather seats but didn't get far ...  Pics on request.

Vehicle tried on: E87 5-door (pre-facelift) - although given the seats I was trying to put in were 
from an E81 it should be the same across all models (although some clips are in different positions 
etc.)
Tools: Torx T45 (I'd recommend a ratchet not a screwdriver unless you're a superhero), strength   
Time to remove: 1 hour
Time to refit: 1 hour
Difficulty - Easy

1. Pull up bench from the corner - there are 2 clips on the front of the seat.
2. Feed seatbelt holsters through to remove and take out bench.
3. Remove side parts of the seats - either side of the seats are two triangular pieces. You need 

to lift these then angle out; they should then slot out of the top where the seatbelt is.
4. Now you should see two T45 torx screws holding the back of the seats in. Remove these.
5. You now need to split apart the seats (60/40 split). The seats join at the split and are fed 

through a hole on the car. Pull the '60' bit hard to remove.
6. The '40' bit should now come apart.

Refitting is just the reverse - some tips:
1. I found when putting the split seats back together that it's easier if they are lying down rather 

than in the upright position.
2. Be careful when refitting the triangular pieces - there are clips that easily break (that's what I 

did).


